
規格 基準徑 有效徑 滾製長度大頭徑 小頭徑 外徑

1/16NPT 4.064 7.142 12 7.396 6.646 7.9

1/8NPT 4.102 9.519 10 9.775375 9.150375 10.3

1/4NPT 5.786 12.443 13 12.80463 11.99213 13.7

3/8NPT 6.096 15.926 11 16.307 15.6195 17.1

1/2NPT 8.128 19.772 12 20.28 19.53 21.3

3/4NPT 8.611 25.117 13 25.65519 24.84269 26.7

1NPT 10.16 31.467 14 32.102 31.227 33.4

11/4NPT 10.67 40.218 15 40.88488 39.94738 42.2

11/2NPT 10.67 46.287 16 46.95388 45.95388 48.3

2NPT 11.07 58.325 17 59.01688 57.95438 60.3

規格 基準徑 有效徑 滾製長度大頭徑 小頭徑 外徑

1/8PT 3.97 9.147 6 12 9.020125 9.728

1/4PT 6.01 12.301 7 12.67663 12.23913 13.157

3/8PT 6.35 15.806 8 16.20288 15.70288 16.662

1/2PT 8.16 19.793 9 20.303 19.7405 20.955

3/4PT 9.53 25.279 10 25.87463 25.24963 26.441

1PT 10.39 31.77 11 32.41938 31.73188 33.249

11/4PT 12.7 40.431 12 41.22475 40.47475 41.91

11/2PT 12.7 46.324 13 47.11775 46.30525 47.803

2PT 15.88 58.135 14 59.1275 58.2525 59.614

公式

大頭徑=基準徑×0.0625+有效徑

小頭徑=有效徑﹣(滾製長度－基準徑×0.0625


